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AC -2-проводни сензори

AC 2-wire sensors are easily installed, 
they replace mechanical switches in ex-
isting systems and simplify wiring. The 
established wiring, normally two wires, 
can still be used. Cutting down on the 
amount of wiring safes time.

Properties

Design

Cylindrical Ø 18, 30 and 
34 mm, rectangular 
40 x 40  and 80 x 80 mm �

��

�

Electrical versions

2-wire AC, NO/NC or 
programmable version

Switching distances

5 mm fl ush, 50 mm 
non-fl ush

Electrical connections

2 m connection cable, 
terminal chamber or 
1/2-20 UNF plug con-
nection

Materials

Chrome-plated brass 
and rugged plastic

Special features

Fine adjustment via 
potentiometer,
protection class IP67

Features

Automatic wetting compensation ■
Excellent EMC properties ■
Large switching distances ■
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Capacitive Sensors

AC -2-wire sensors
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 M18 – 2-wire AC – Fixed settings

General data

Dimensions Ø18 x 82 mm Ambient temperature -25…+70 °C

Switching distance 5 mm, a Protection class IP67

Electrical connection connector, 1/2‘‘ Material housing CuZn-Cr

Operating voltage 20…250 VAC Material active face PBT

Types and data – selection table

Type Output

BC5-M18-RZ3X-B3331/S250 ¨, 2-wire w061 d183

BC5-M18-AZ3X-B3331/S250 ©, 2-wire w060 d183

 

M18 – 2-wire AC – Fine adjustment via potentiometer

General data

Dimensions Ø18 x 74 mm Protection class IP67

Switching distance 5 mm, a Material housing CuZn-Cr

Electrical connection cable Material active face PBT

Operating voltage 20…250 VAC Material cable PVC 2 m

Ambient temperature -25…+70 °C

Types and data – selection table

Type Output

BC5-M18-RZ3X ¨, 2-wire w062 d340

BC5-M18-AZ3X ©, 2-wire w031 d340
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S18 – 2-wire AC – Fine adjustment via potentiometer

General data

Dimensions Ø18 x 74 mm Protection class IP67

Switching distance 5 mm, a Material housing PA 

Electrical connection cable Material active face PA

Operating voltage 20…250 VAC  Material cable PVC 2 m

Ambient temperature -25…+70 °C

Types and data – selection table

Type Output

BC5-S18-RZ3X ¨, 2-wire w038 d345

BC5-S18-AZ3X ©, 2-wire w020 d345

 

M30 – 2-wire AC – Fine adjustment via potentiometer

General data

Switching distance 10 mm, a Protection class IP67

Operating voltage 20…250 VAC  Material housing CuZn-Cr

Ambient temperature -25…+70 °C

Types and data – selection table

Type Dimensions Output Electrical con-

nection

Material active 

face

Material cable

BC10-M30K-RZ3X-B3131 Ø30 x 71 mm ¨, 2-wire connector, 1/2‘‘ - - w061 d355

BC10-M30K-RZ3X Ø30 x 62.5 mm ¨, 2-wire cable PA PVC 2 m w062 d342

BC10-M30K-AZ3X-B3131 Ø30 x 71 mm ©, 2-wire connector, 1/2‘‘ - - w060 d355

BC10-M30K-AZ3X Ø30 x 62.5 mm ©, 2-wire cable PA PVC 2 m w031 d342
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3

S30 – 2-wire AC – Fine adjustment via potentiometer

General data

Switching distance 10 mm, a Protection class IP67

Operating voltage 20…250 VAC Material housing PA 

Ambient temperature -25…+70 °C Material active face PA

Types and data – selection table

Type Dimensions Output Electrical connection Material cable

BCF10-S30-RZ3X-B3131 Ø30 x 71 mm ¨, 2-wire connector, 1/2‘‘ - w063 d356

BCF10-S30-RZ3X Ø30 x 62.5 mm ¨, 2-wire cable PVC 2 m w038 d348

BCF10-S30-AZ3X-B3131 Ø30 x 71 mm ©, 2-wire connector, 1/2‘‘ - w025 d356

BCF10-S30-AZ3X Ø30 x 62.5 mm ©, 2-wire cable PVC 2 m w020 d348

BC10-S30-RZ3X-B3131 Ø30 x 71 mm ¨, 2-wire connector, 1/2‘‘ - w063 d356

BC10-S30-RZ3X Ø30 x 62.5 mm ¨, 2-wire cable PVC 2 m w038 d348

BC10-S30-AZ3X-B3131 Ø30 x 71 mm ©, 2-wire connector, 1/2‘‘ - w025 d356

BC10-S30-AZ3X Ø30 x 62.5 mm ©, 2-wire cable PVC 2 m w020 d348

 

K34 – 2-wire AC – Fine adjustment via potentiometer

General data

Dimensions Ø34 x 80 mm Protection class IP67

Switching distance 15 mm, a Material housing PBT 

Electrical connection cable Material active face PBT

Operating voltage 20…250 VAC Material cable PVC 2 m

Ambient temperature -25…+70 °C

Types and data – selection table

Type Output

BCF15-K34-RZ3X ¨, 2-wire w038 d350

BCF15-K34-AZ3X ©, 2-wire w020 d350

BC15-K34-RZ3X ¨, 2-wire w038 d350

BC15-K34-AZ3X ©, 2-wire w020 d350
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P30SR – 2-wire AC – Fine adjustment via potentiometer

Type BC10-P30SR-FZ3X2 Ambient temperature -25…+70 °C

Dimensions Ø30 x 115 mm Protection class IP67

Switching distance 10 mm, a Material housing ABS 

Output connection programmable Material active face ABS

Electrical connection terminal chamber Wiring diagram w029

Operating voltage 20…250 VAC Dimension drawing d357

 

K34SR – 2-wire AC – Fine adjustment via potentiometer

Type BC15-K34SR-FZ3X2 Ambient temperature -25…+70 °C

Dimensions Ø34 x 106 mm Protection class IP67

Switching distance 15 mm, a Material housing PBT 

Output connection programmable Material active face PBT

Electrical connection terminal chamber Wiring diagram w029

Operating voltage 20…250 VAC Dimension drawing d358

 

CP40 – 2-wire AC – Fine adjustment via potentiometer

Type BC20-CP40-FZ3X2 Ambient temperature -25…+70 °C

Dimensions 40 x 40 x 114 mm Protection class IP67

Switching distance 20 mm, a Material housing PBT 

Output connection programmable Material active face PBT

Electrical connection terminal chamber Wiring diagram w029

Operating voltage 20…250 VAC Dimension drawing d334

Variable orientation of active face in 9 directions
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CP80 – 2-wire AC – Fine adjustment via potentiometer

Type NC50-CP80-FZ3X2 Ambient temperature -25…+70 °C

Dimensions 80 x 40.5 x 80 mm Protection class IP67

Switching distance 50 mm, b Material housing PBT 

Output connection programmable Material active face PBT

Electrical connection terminal chamber Wiring diagram w029

Operating voltage 20…250 VAC Dimension drawing d336
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