
Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Black
■ 3-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.3 mm ± 0.20

Cable jacket PUR, Black

Core insulation PP (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 5 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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100 6627992 CABLE3X0.34-XX-PUR-BK-100M/TXL

500 6627993 CABLE3X0.34-XX-PUR-BK-500M/TXL

2 6625550 PKG3M-2/TXL

5 6625551 PKG3M-5/TXL

10 6625552 PKG3M-10/TXL

2 6625556 PKW3M-2/TXL

5 6625557 PKW3M-5/TXL

10 6625558 PKW3M-10/TXL

2 6625562 PSG3M-2/TXL

5 6625563 PSG3M-5/TXL

10 6625564 PSG3M-10/TXL

2 6625568 PSW3M-2/TXL

5 6625569 PSW3M-5/TXL

10 6625570 PSW3M-10/TXL

0.3 6625665 PKG3M-0.3-PSG3M/TXL

0.6 6625666 PKG3M-0.6-PSG3M/TXL

1 6625667 PKG3M-1-PSG3M/TXL

2 6625668 PKG3M-2-PSG3M/TXL

5 6627147 PKG3M-5-PSG3M/TXL

0.3 6627098 PKW3M-0.3-PSG3M/TXL

0.6 6627101 PKW3M-0.6-PSG3M/TXL

1 6627110 PKW3M-1-PSG3M/TXL

2 6627123 PKW3M-2-PSG3M/TXL

5 6626822 PKW3M-5-PSG3M/TXL
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Black
■ 4-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.7 mm ± 0.20

Cable jacket PUR, Black

Core insulation PP (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 5 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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Types and Features — Selection Table
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100 6627994 CABLE4X0.34-XX-PUR-BK-100M/TXL

500 6627995 CABLE4X0.34-XX-PUR-BK-500M/TXL

2 6625553 PKG4M-2/TXL

5 6625554 PKG4M-5/TXL

10 6625555 PKG4M-10/TXL

2 6625559 PKW4M-2/TXL

5 6625560 PKW4M-5/TXL

10 6625561 PKW4M-10/TXL

2 6625565 PSG4M-2/TXL

5 6625566 PSG4M-5/TXL

10 6625567 PSG4M-10/TXL

2 6625571 PSW4M-2/TXL

5 6625572 PSW4M-5/TXL

10 6625573 PSW4M-10/TXL

0.3 6625670 PKG4M-0.3-PSG4M/TXL

0.6 6625671 PKG4M-0.6-PSG4M/TXL

1 6625672 PKG4M-1-PSG4M/TXL

2 6625673 PKG4M-2-PSG4M/TXL

5 6627076 PKG4M-5-PSG4M/TXL

0.3 6626641 PKW4M-0.3-PSG4M/TXL

0.6 6626646 PKW4M-0.6-PSG4M/TXL

1 6626851 PKW4M-1-PSG4M/TXL

2 6626664 PKW4M-2-PSG4M/TXL

5 6626686 PKW4M-5-PSG4M/TXL

 | 172016 | 11 16  

Co
nn

ec
tiv

ity
 fo

r S
en

so
rs

 a
nd

 A
ct

ua
to

rs



Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Orange
■ 3-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.3 mm ± 0.20

Cable jacket PUR, Orange

Core insulation PP (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 5 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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Types and Features — Selection Table
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100 6628620 CABLE3X0.34-XX-PUR-OG-100M/TXO

500 6628621 CABLE3X0.34-XX-PUR-OG-500M/TXO

2 6627877 PKG3M-2/TXO

5 6628595 PKG3M-5/TXO

10 6629360 PKG3M-10/TXO

2 6630007 PKW3M-2/TXO

5 6627901 PKW3M-5/TXO

10 6630008 PKW3M-10/TXO

2 6630009 PSG3M-2/TXO

5 6630010 PSG3M-5/TXO

10 6630011 PSG3M-10/TXO

2 6630012 PSW3M-2/TXO

5 6630013 PSW3M-5/TXO

10 6630014 PSW3M-10/TXO

0.3 6630015 PKG3M-0.3-PSG3M/TXO

0.6 6630016 PKG3M-0.6-PSG3M/TXO

1 6630017 PKG3M-1-PSG3M/TXO

2 6630018 PKG3M-2-PSG3M/TXO

5 6628896 PKG3M-5-PSG3M/TXO

0.3 6630019 PKW3M-0.3-PSG3M/TXO

0.6 6630020 PKW3M-0.6-PSG3M/TXO

1 6630021 PKW3M-1-PSG3M/TXO

2 6630022 PKW3M-2-PSG3M/TXO

5 6630023 PKW3M-5-PSG3M/TXO
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Orange
■ 4-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.7 mm ± 0.20

Cable jacket PUR, Orange

Core insulation PP (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 5 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C

20  Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com



2016 | 11 20
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100 6628622 CABLE4X0.34-XX-PUR-OR-100M/TXO

500 6628623 CABLE4X0.34-XX-PUR-OR-500M/TXO

2 6628895 PKG4M-2/TXO

5 6627003 PKG4M-5/TXO

10 6629361 PKG4M-10/TXO

2 6630024 PKW4M-2/TXO

5 6630025 PKW4M-5/TXO

10 6629362 PKW4M-10/TXO

2 6630026 PSG4M-2/TXO

5 6630027 PSG4M-5/TXO

10 6630028 PSG4M-10/TXO

2 6630029 PSW4M-2/TXO

5 6630030 PSW4M-5/TXO

10 6630031 PSW4M-10/TXO

0.3 6630032 PKG4M-0.3-PSG4M/TXO

0.6 6630033 PKG4M-0.6-PSG4M/TXO

1 6629264 PKG4M-1-PSG4M/TXO

2 6630034 PKG4M-2-PSG4M/TXO

5 6628897 PKG4M-5-PSG4M/TXO

0.3 6630035 PKW4M-0.3-PSG4M/TXO

0.6 6630036 PKW4M-0.6-PSG4M/TXO

1 6630037 PKW4M-1-PSG4M/TXO

2 6630038 PKW4M-2-PSG4M/TXO

5 6630039 PKW4M-5-PSG4M/TXO
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Gray
■ 3-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.3 mm ± 0.20

Cable jacket PUR, Gray

Core insulation PP (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 5 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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100 6628632 CABLE3X0.34-XX-PUR-GY-100M/TXG

500 6628633 CABLE3X0.34-XX-PUR-GY-500M/TXG

2 6628602 PKG3M-2/TXG

5 6628603 PKG3M-5/TXG

10 6628604 PKG3M-10/TXG

2 6628605 PKW3M-2/TXG

5 6628606 PKW3M-5/TXG

10 6628607 PKW3M-10/TXG

2 6630040 PSG3M-2/TXG

5 6629023 PSG3M-5/TXG

10 6630041 PSG3M-10/TXG

2 6630042 PSW3M-2/TXG

5 6630043 PSW3M-5/TXG

10 6630044 PSW3M-10/TXG

0.3 6629082 PKG3M-0.3-PSG3M/TXG

0.6 6629083 PKG3M-0.6-PSG3M/TXG

1 6629084 PKG3M-1-PSG3M/TXG

2 6629086 PKG3M-2-PSG3M/TXG

5 6630045 PKG3M-5-PSG3M/TXG

0.3 6629087 PKW3M-0.3-PSG3M/TXG

0.6 6629088 PKW3M-0.6-PSG3M/TXG

1 6629089 PKW3M-1-PSG3M/TXG

2 6629091 PKW3M-2-PSG3M/TXG

5 6630046 PKW3M-5-PSG3M/TXG
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Gray
■ 4-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.7 mm ± 0.20

Cable jacket PUR, Gray

Core insulation PP (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 5 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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100 6628634 CABLE4X0.34-XX-PUR-GY-100M/TXG

500 6628635 CABLE4X0.34-XX-PUR-GY-500M/TXG

2 6628608 PKG4M-2/TXG

5 6628609 PKG4M-5/TXG

10 6628610 PKG4M-10/TXG

2 6628611 PKW4M-2/TXG

5 6628612 PKW4M-5/TXG

10 6628613 PKW4M-10/TXG

2 6630047 PSG4M-2/TXG

5 6630048 PSG4M-5/TXG

10 6630049 PSG4M-10/TXG

2 6630050 PSW4M-2/TXG

5 6630051 PSW4M-5/TXG

10 6630052 PSW4M-10/TXG

0.3 6630053 PKG4M-0.3-PSG4M/TXG

0.6 6629092 PKG4M-0.6-PSG4M/TXG

1 6630054 PKG4M-1-PSG4M/TXG

2 6630055 PKG4M-2-PSG4M/TXG

5 6630056 PKG4M-5-PSG4M/TXG

0.3 6630057 PKW4M-0.3-PSG4M/TXG

0.6 6630520 PKW4M-0.6-PSG4M/TXG

1 6630058 PKW4M-1-PSG4M/TXG

5 6630060 PKW4M-5-PSG4M/TXG

2 6630059 PKW4M-2-PSG4M/TXG
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Yellow
■ 3-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.3 mm ± 0.20

Cable jacket PUR, Yellow

Core insulation PP (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 5 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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100 6628644 CABLE3X0.34-XX-PUR-YE-100M/TXY

500 6628645 CABLE3X0.34-XX-PUR-YE-500M/TXY

2 6630061 PKG3M-2/TXY

5 6630062 PKG3M-5/TXY

10 6630063 PKG3M-10/TXY

2 6630064 PKW3M-2/TXY

5 6630065 PKW3M-5/TXY

10 6630066 PKW3M-10/TXY

2 6630067 PSG3M-2/TXY

5 6630068 PSG3M-5/TXY

10 6630069 PSG3M-10/TXY

2 6630070 PSW3M-2/TXY

5 6630071 PSW3M-5/TXY

10 6630072 PSW3M-10/TXY

0.3 6630073 PKG3M-0.3-PSG3M/TXY

0.6 6630074 PKG3M-0.6-PSG3M/TXY

1 6630075 PKG3M-1-PSG3M/TXY

2 6630076 PKG3M-2-PSG3M/TXY

5 6630077 PKG3M-5-PSG3M/TXY

0.3 6630078 PKW3M-0.3-PSG3M/TXY

0.6 6630079 PKW3M-0.6-PSG3M/TXY

1 6630080 PKW3M-1-PSG3M/TXY

2 6630081 PKW3M-2-PSG3M/TXY

5 6630082 PKW3M-5-PSG3M/TXY
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Yellow
■ 4-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.7 mm ± 0.20

Cable jacket PUR, Yellow

Core insulation PP (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 5 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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100 6628646 CABLE4X0.34-XX-PUR-YE-100M/TXY

500 6628647 CABLE4X0.34-XX-PUR-YE-500M/TXY

2 6630083 PKG4M-2/TXY

5 6630084 PKG4M-5/TXY

10 6630085 PKG4M-10/TXY

2 6630086 PKW4M-2/TXY

5 6630087 PKW4M-5/TXY

10 6630088 PKW4M-10/TXY

2 6630089 PSG4M-2/TXY

5 6630090 PSG4M-5/TXY

10 6630091 PSG4M-10/TXY

2 6630092 PSW4M-2/TXY

5 6630093 PSW4M-5/TXY

10 6630094 PSW4M-10/TXY

0.3 6630095 PKG4M-0.3-PSG4M/TXY

0.6 6630096 PKG4M-0.6-PSG4M/TXY

1 6630097 PKG4M-1-PSG4M/TXY

2 6630098 PKG4M-2-PSG4M/TXY

5 6630099 PKG4M-5-PSG4M/TXY

0.3 6630100 PKW4M-0.3-PSG4M/TXY

0.6 6630101 PKW4M-0.6-PSG4M/TXY

1 6630102 PKW4M-1-PSG4M/TXY

2 6630103 PKW4M-2-PSG4M/TXY

5 6630104 PKW4M-5-PSG4M/TXY
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Black
■ 3-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.3 mm ± 0.20

Cable jacket PUR, Black

Core insulation PP (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 5 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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100 6627992 CABLE3X0.34-XX-PUR-BK-100M/TXL

500 6627993 CABLE3X0.34-XX-PUR-BK-500M/TXL

2 6626202 PKW3M-P7X2-2/TXL

5 6626206 PKW3M-P7X2-5/TXL

10 6626210 PKW3M-P7X2-10/TXL

0.3 6626190 PKW3M-P7X2-0.3-PSG3M/TXL

0.6 6626193 PKW3M-P7X2-0.6-PSG3M/TXL

1 6626195 PKW3M-P7X2-1-PSG3M/TXL

2 6626133 PKW3M-P7X2-2-PSG3M/TXL

5 6626138 PKW3M-P7X2-5-PSG3M/TXL
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Black
■ 4-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.7 mm ± 0.20

Cable jacket PUR, Black

Core insulation PP (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 5 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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100 6627994 CABLE4X0.34-XX-PUR-BK-100M/TXL

500 6627995 CABLE4X0.34-XX-PUR-BK-500M/TXL

2 6626108 PKW4M-P7X2-2/TXL

5 6626112 PKW4M-P7X2-5/TXL

10 6626187 PKW4M-P7X2-10/TXL

0.3 6626240 PKW4M-P7X2-0.3-PSG4M/TXL

0.6 6626241 PKW4M-P7X2-0.6-PSG4M/TXL

1 6626242 PKW4M-P7X2-1-PSG4M/TXL

2 6626243 PKW4M-P7X2-2-PSG4M/TXL

5 6626244 PKW4M-P7X2-5-PSG4M/TXL
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Black, Shielded
■ 3-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 5 mm ± 0.20

Cable jacket PUR, Black

Core insulation PP (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Shield Aluminum foil, tinned copper braid

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 2 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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100 6627956 CABLE3X0.34-SH-PUR-BK-100M/TXL

500 6627957 CABLE3X0.34-SH-PUR-BK-500M/TXL

2 6627457 PKGS3M-2/TXL

5 6627458 PKGS3M-5/TXL

10 6627459 PKGS3M-10/TXL

2 6627460 PKWS3M-2/TXL

5 6627461 PKWS3M-5/TXL

10 6627462 PKWS3M-10/TXL

2 6627463 PSGS3M-2/TXL

5 6627464 PSGS3M-5/TXL

10 6627465 PSGS3M-10/TXL

2 6627466 PSWS3M-2/TXL

5 6627467 PSWS3M-5/TXL

10 6627468 PSWS3M-10/TXL

0.3 6627469 PKGS3M-0.3-PSGS3M/TXL

0.6 6627470 PKGS3M-0.6-PSGS3M/TXL

1 6627471 PKGS3M-1-PSGS3M/TXL

2 6627472 PKGS3M-2-PSGS3M/TXL

5 6627473 PKGS3M-5-PSGS3M/TXL

0.3 6627474 PKWS3M-0.3-PSGS3M/TXL

0.6 6627475 PKWS3M-0.6-PSGS3M/TXL

1 6627476 PKWS3M-1-PSGS3M/TXL

2 6627477 PKWS3M-2-PSGS3M/TXL

5 6627478 PKWS3M-5-PSGS3M/TXL
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Black, Shielded
■ 4-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 5.3 mm ± 0.20

Cable jacket PUR, Black

Core insulation PP (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Shield Aluminum foil, tinned copper braid

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 2 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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100 6627958 CABLE4X0.34-SH-PUR-BK-100M/TXL

500 6627959 CABLE4X0.34-SH-PUR-BK-500M/TXL

2 6627479 PKGS4M-2/TXL

5 6627480 PKGS4M-5/TXL

10 6627481 PKGS4M-10/TXL

2 6627482 PKWS4M-2/TXL

5 6627483 PKWS4M-5/TXL

10 6627484 PKWS4M-10/TXL

2 6627485 PSGS4M-2/TXL

5 6627486 PSGS4M-5/TXL

10 6627487 PSGS4M-10/TXL

2 6627488 PSWS4M-2/TXL

5 6627489 PSWS4M-5/TXL

10 6627490 PSWS4M-10/TXL

0.3 6627491 PKGS4M-0.3-PSGS4M/TXL

0.6 6627492 PKGS4M-0.6-PSGS4M/TXL

1 6627493 PKGS4M-1-PSGS4M/TXL

2 6627494 PKGS4M-2-PSGS4M/TXL

5 6627495 PKGS4M-5-PSGS4M/TXL

0.3 6627496 PKWS4M-0.3-PSGS4M/TXL

0.6 6627497 PKWS4M-0.6-PSGS4M/TXL

1 6627498 PKWS4M-1-PSGS4M/TXL

2 6627499 PKWS4M-2-PSGS4M/TXL

5 6627500 PKWS4M-5-PSGS4M/TXL
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PVC Cable – Black
■ 3-pin

■ Resistant to alkaline solutions, chemicals and oils

■ Resistant to microbes and hydrolysis

■ Flame-retardant and free from LABS

■ cULus approved

  

  

 

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable jacket PVC, Black

Core insulation PVC (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C
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100 6627984 CABLE3X0.34-XX-PVC-BK-100M/TEL

500 6627985 CABLE3X0.34-XX-PVC-BK-500M/TEL

2 6625058 PKG3M-2/TEL

5 6625059 PKG3M-5/TEL

10 6625060 PKG3M-10/TEL

2 6625064 PKW3M-2/TEL

5 6625065 PKW3M-5/TEL

10 6625066 PKW3M-10/TEL

2 6625070 PSG3M-2/TEL

5 6625071 PSG3M-5/TEL

10 6625072 PSG3M-10/TEL

2 6625076 PSW3M-2/TEL

5 6625077 PSW3M-5/TEL

10 6625078 PSW3M-10/TEL

0.3 6625300 PKG3M-0.3-PSG3M/TEL

0.6 6625301 PKG3M-0.6-PSG3M/TEL

1 6625302 PKG3M-1-PSG3M/TEL

2 6625303 PKG3M-2-PSG3M/TEL

5 6626547 PKG3M-5-PSG3M/TEL

0.3 6626512 PKW3M-0.3-PSG3M/TEL

0.6 6625299 PKW3M-0.6-PSG3M/TEL

1 6626523 PKW3M-1-PSG3M/TEL

2 6625297 PKW3M-2-PSG3M/TEL

5 6625298 PKW3M-5-PSG3M/TEL
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PVC Cable – Black
■ 4-pin

■ Resistant to alkaline solutions, chemicals and oils

■ Resistant to microbes and hydrolysis

■ Flame-retardant and free from LABS

■ cULus approved

  

  

 

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable jacket PVC, Black

Core insulation PVC (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C

40  Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com



2016 | 11 40

Types and Features — Selection Table

Ca
bl

e 
le

ng
th

 [m
]

ID
 n

um
be

r

Ty
pe

100 6627986 CABLE4X0.34-XX-PVC-BK-100M/TEL

500 6627987 CABLE4X0.34-XX-PVC-BK-500M/TEL

2 6625061 PKG4M-2/TEL

5 6625062 PKG4M-5/TEL

10 6625063 PKG4M-10/TEL

2 6625067 PKW4M-2/TEL

5 6625068 PKW4M-5/TEL

10 6625069 PKW4M-10/TEL

2 6625073 PSG4M-2/TEL

5 6625074 PSG4M-5/TEL

10 6625075 PSG4M-10/TEL

2 6625079 PSW4M-2/TEL

5 6625080 PSW4M-5/TEL

10 6625081 PSW4M-10/TEL

0.3 6625305 PKG4M-0.3-PSG4M/TEL

0.6 6625306 PKG4M-0.6-PSG4M/TEL

1 6625307 PKG4M-1-PSG4M/TEL

2 6625308 PKG4M-2-PSG4M/TEL

5 6626491 PKG4M-5-PSG4M/TEL

0.3 6625291 PKW4M-0.3-PSG4M/TEL

0.6 6625292 PKW4M-0.6-PSG4M/TEL

1 6625293 PKW4M-1-PSG4M/TEL

2 6625294 PKW4M-2-PSG4M/TEL

5 6625295 PKW4M-5-PSG4M/TEL
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PVC Cable – Gray
■ 3-pin

■ Resistant to chemicals, oils, acids and alkaline solutions

■ Resistant to microbes and hydrolysis

■ Flame-retardant and free from LABS

■ cULus approved

  

  

 

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.7 mm ± 0.20

Cable jacket PVC, Gray

Core insulation PVC (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C

42  Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com



2016 | 11 42

Types and Features — Selection Table

Ca
bl

e 
le

ng
th

 [m
]

ID
 n

um
be

r

Ty
pe

100 6628852 CABLE3X0.34-XX-PVC-GY-100M/TEG

500 6628853 CABLE3X0.34-XX-PVC-GY-500M/TEG

2 6629496 PKG3M-2/TEG

5 6628356 PKG3M-5/TEG

10 6628922 PKG3M-10/TEG

2 6628707 PKW3M-2/TEG

5 6628708 PKW3M-5/TEG

10 6628709 PKW3M-10/TEG

2 6630140 PSG3M-2/TEG

5 6630141 PSG3M-5/TEG

10 6630142 PSG3M-10/TEG

2 6630143 PSW3M-2/TEG

5 6630144 PSW3M-5/TEG

10 6630145 PSW3M-10/TEG

0.3 6628710 PKG3M-0.3-PSG3M/TEG

0.6 6628711 PKG3M-0.6-PSG3M/TEG

1 6628712 PKG3M-1-PSG3M/TEG

1.5 6628713 PKG3M-1.5-PSG3M/TEG

2 6628714 PKG3M-2-PSG3M/TEG

5 6628715 PKG3M-5-PSG3M/TEG

0.3 6630146 PKW3M-0.3-PSG3M/TEG

0.6 6630147 PKW3M-0.6-PSG3M/TEG

1 6630148 PKW3M-1-PSG3M/TEG

2 6630149 PKW3M-2-PSG3M/TEG

5 6630150 PKW3M-5-PSG3M/TEG
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PVC Cable – Gray
■ 4-pin

■ Resistant to alkaline solutions, chemicals and oils

■ Resistant to microbes and hydrolysis

■ Flame-retardant and free from LABS

■ cULus approved

  

  

 

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 5 mm ± 0.20

Cable jacket PVC, Gray

Core insulation PVC (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C
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100 6628854 CABLE4X0.34-XX-PVC-GY-100M/TEG

500 6628855 CABLE4X0.34-XX-PVC-GY-500M/TEG

2 6629497 PKG4M-2/TEG

5 6628393 PKG4M-5/TEG

10 6628554 PKG4M-10/TEG

2 6629498 PKW4M-2/TEG

5 6628977 PKW4M-5/TEG

10 6628978 PKW4M-10/TEG

2 6630151 PSG4M-2/TEG

5 6630152 PSG4M-5/TEG

10 6630153 PSG4M-10/TEG

2 6630154 PSW4M-2/TEG

5 6630155 PSW4M-5/TEG

10 6630156 PSW4M-10/TEG

0.3 6630157 PKG4M-0.3-PSG4M/TEG

0.6 6630158 PKG4M-0.6-PSG4M/TEG

1 6630159 PKG4M-1-PSG4M/TEG

2 6630160 PKG4M-2-PSG4M/TEG

5 6629053 PKG4M-5-PSG4M/TEG

0.3 6630161 PKW4M-0.3-PSG4M/TEG

0.6 6630162 PKW4M-0.6-PSG4M/TEG

1 6630163 PKW4M-1-PSG4M/TEG

2 6630164 PKW4M-2-PSG4M/TEG

5 6630165 PKW4M-5-PSG4M/TEG
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PVC Cable – Yellow
■ 3-pin

■ Resistant to alkaline solutions, chemicals and oils

■ Resistant to microbes and hydrolysis

■ Flame-retardant and free from LABS

■ cULus approved

  

  

 

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.7 mm ± 0.20

Cable jacket PVC, Yellow

Core insulation PVC (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C
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100 6628660 CABLE3X0.34-XX-PVC-YE-100M/TEY

500 6628661 CABLE3X0.34-XX-PVC-YE-500M/TEY

2 6628997 PKG3M-2/TEY

5 6629483 PKG3M-5/TEY

10 6630105 PKG3M-10/TEY

2 6628998 PKW3M-2/TEY

5 6630106 PKW3M-5/TEY

10 6630107 PKW3M-10/TEY

2 6630108 PSG3M-2/TEY

5 6629485 PSG3M-5/TEY

10 6630109 PSG3M-10/TEY

2 6630110 PSW3M-2/TEY

5 6630111 PSW3M-5/TEY

10 6630112 PSW3M-10/TEY

0.3 6630113 PKG3M-0.3-PSG3M/TEY

0.6 6630114 PKG3M-0.6-PSG3M/TEY

1 6630115 PKG3M-1-PSG3M/TEY

2 6630116 PKG3M-2-PSG3M/TEY

5 6629313 PKG3M-5-PSG3M/TEY

0.3 6630117 PKW3M-0.3-PSG3M/TEY

0.6 6630118 PKW3M-0.6-PSG3M/TEY

1 6630119 PKW3M-1-PSG3M/TEY

2 6630120 PKW3M-2-PSG3M/TEY

5 6630121 PKW3M-5-PSG3M/TEY
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PVC Cable – Yellow
■ 4-pin

■ Resistant to alkaline solutions, chemicals and oils

■ Resistant to microbes and hydrolysis

■ Flame-retardant and free from LABS

■ cULus approved

  

  

 

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 5 mm ± 0.20

Cable jacket PVC, Yellow

Core insulation PVC (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C
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100 6628662 CABLE4X0.34-XX-PVC-YE-100M/TEY

500 6628663 CABLE4X0.34-XX-PVC-YE-500M/TEY

2 6628999 PKG4M-2/TEY

5 6629000 PKG4M-5/TEY

10 6629613 PKG4M-10/TEY

2 6629001 PKW4M-2/TEY

5 6630122 PKW4M-5/TEY

10 6630123 PKW4M-10/TEY

2 6630124 PSG4M-2/TEY

5 6630125 PSG4M-5/TEY

10 6630126 PSG4M-10/TEY

2 6630127 PSW4M-2/TEY

5 6630128 PSW4M-5/TEY

10 6630129 PSW4M-10/TEY

0.3 6630130 PKG4M-0.3-PSG4M/TEY

0.6 6630131 PKG4M-0.6-PSG4M/TEY

1 6630132 PKG4M-1-PSG4M/TEY

2 6630133 PKG4M-2-PSG4M/TEY

5 6630134 PKG4M-5-PSG4M/TEY

0.3 6630135 PKW4M-0.3-PSG4M/TEY

0.6 6630136 PKW4M-0.6-PSG4M/TEY

1 6630137 PKW4M-1-PSG4M/TEY

2 6630138 PKW4M-2-PSG4M/TEY

5 6630139 PKW4M-5-PSG4M/TEY
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PVC Cable – Black
■ 3-pin

■ Resistant to alkaline solutions, chemicals and oils

■ Resistant to microbes and hydrolysis

■ Flame-retardant and free from LABS

■ cULus approved

  

  

 

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable jacket PVC, Black

Core insulation PVC (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C
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100 6627984 CABLE3X0.34-XX-PVC-BK-100M/TEL

500 6627985 CABLE3X0.34-XX-PVC-BK-500M/TEL

2 6626084 PKW3M-P7X2-2/TEL

5 6626088 PKW3M-P7X2-5/TEL

10 6626090 PKW3M-P7X2-10/TEL

3 6626078 PKW3M-P7X2-0.3-PSG3M/TEL

0.6 6626079 PKW3M-P7X2-0.6-PSG3M/TEL

1 6626081 PKW3M-P7X2-1-PSG3M/TEL

2 6626085 PKW3M-P7X2-2-PSG3M/TEL

5 6626089 PKW3M-P7X2-5-PSG3M/TEL
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PVC Cable – Black
■ 4-pin

■ Resistant to alkaline solutions, chemicals and oils

■ Resistant to microbes and hydrolysis

■ Flame-retardant and free from LABS

■ cULus approved

  

  

 

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable jacket PVC, Black

Core insulation PVC (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C
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100 6627986 CABLE4X0.34-XX-PVC-BK-100M/TEL

500 6627987 CABLE4X0.34-XX-PVC-BK-500M/TEL

2 6626067 PKW4M-P7X2-2/TEL

5 6626071 PKW4M-P7X2-5/TEL

10 6626231 PKW4M-P7X2-10/TEL

0.3 6626245 PKW4M-P7X2-0.3-PSG4M/TEL

0.6 6626246 PKW4M-P7X2-0.6-PSG4M/TEL

1 6626247 PKW4M-P7X2-1-PSG4M/TEL

2 6626248 PKW4M-P7X2-2-PSG4M/TEL

5 6626249 PKW4M-P7X2-5-PSG4M/TEL
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Black, Shielded
■ 3-pin

■ Resistant to alkaline solutions, chemicals and oils

■ Resistant to microbes and hydrolysis

■ Flame-retardant and free from LABS

■ cULus approved

  

  

 

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 5.2 mm ± 0.20

Cable jacket PVC, Black

Core insulation PVC (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Shield Aluminum foil, tinned copper braid

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C
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100 6627968 CABLE3X0.34-SH-PVC-BK-100M/TEL

500 6627969 CABLE3X0.34-SH-PVC-BK-500M/TEL

2 6627413 PKGS3M-2/TEL

5 6627414 PKGS3M-5/TEL

10 6627415 PKGS3M-10/TEL

2 6627416 PKWS3M-2/TEL

5 6627417 PKWS3M-5/TEL

10 6627418 PKWS3M-10/TEL

2 6627419 PSGS3M-2/TEL

5 6627420 PSGS3M-5/TEL

10 6627421 PSGS3M-10/TEL

2 6627422 PSWS3M-2/TEL

5 6627423 PSWS3M-5/TEL

10 6627424 PSWS3M-10/TEL

0.3 6627425 PKGS3M-0.3-PSGS3M/TEL

0.6 6627426 PKGS3M-0.6-PSGS3M/TEL

1 6627427 PKGS3M-1-PSGS3M/TEL

2 6627428 PKGS3M-2-PSGS3M/TEL

5 6627429 PKGS3M-5-PSGS3M/TEL

0.3 6627430 PKWS3M-0.3-PSGS3M/TEL

0.6 6627431 PKWS3M-0.6-PSGS3M/TEL

1 6627432 PKWS3M-1-PSGS3M/TEL

2 6627433 PKWS3M-2-PSGS3M/TEL

5 6627434 PKWS3M-5-PSGS3M/TEL
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Black, Shielded
■ 4-pin

■ Resistant to alkaline solutions, chemicals and oils

■ Resistant to microbes and hydrolysis

■ Flame-retardant and free from LABS

■ cULus approved

  

  

 

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP67 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 5.4 mm ± 0.20

Cable jacket PVC, Black

Core insulation PVC (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Shield Aluminum foil, tinned copper braid

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C
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100 6627970 CABLE4X0.34-SH-PVC-BK-100M/TEL

500 6627971 CABLE4X0.34-SH-PVC-BK-500M/TEL

2 6627435 PKGS4M-2/TEL

5 6627436 PKGS4M-5/TEL

10 6627437 PKGS4M-10/TEL

2 6627438 PKWS4M-2/TEL

5 6627439 PKWS4M-5/TEL

10 6627440 PKWS4M-10/TEL

2 6627441 PSGS4M-2/TEL

5 6627442 PSGS4M-5/TEL

10 6627443 PSGS4M-10/TEL

2 6627444 PSWS4M-2/TEL

5 6627445 PSWS4M-5/TEL

10 6627446 PSWS4M-10/TEL

0.3 6627447 PKGS4M-0.3-PSGS4M/TEL

0.6 6627448 PKGS4M-0.6-PSGS4M/TEL

1 6627449 PKGS4M-1-PSGS4M/TEL

2 6627450 PKGS4M-2-PSGS4M/TEL

5 6627451 PKGS4M-5-PSGS4M/TEL

0.3 6627452 PKWS4M-0.3-PSGS4M/TEL

0.6 6627453 PKWS4M-0.6-PSGS4M/TEL

1 6627454 PKWS4M-1-PSGS4M/TEL

2 6627455 PKWS4M-2-PSGS4M/TEL

5 6627456 PKWS4M-5-PSGS4M/TEL
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PTFE Cable – White, Resistant to High Temperatures
■ 3-pin

■ Low smoke emission and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ LABS free

■ Cold and heat-flexible

  

  

 

Female connector

Male connector

Connector

Grip Plastic, PBT GF, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers PBT GF, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP65 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 3.8 mm ± 0.20

Cable jacket PTFE, White

Core insulation PTFE (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 7 x 0.254 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 250 V

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -20…+150 °C
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2 8036605 HT-SKP3-2/S2430

5 8036097 HT-SKP3-5/S2430

10 8039482 HT-SKP3-10/S2430

2 8039484 HT-SWKP3-2/S2430

5 8036099 HT-SWKP3-5/S2430

10 8039485 HT-SWKP3-10/S2430

2 8039487 HT-SSP3-2/S2430

5 8036101 HT-SSP3-5/S2430

10 8039488 HT-SSP3-10/S2430

2 8039491 HT-SWSP3-2/S2430

5 8036103 HT-SWSP3-5/S2430

10 8039492 HT-SWSP3-10/S2430

1 8043355 HT-SKP3-1-HT-SSP3/S2430

2 8039972 HT-SKP3-2-HT-SSP3/S2430

5 8039973 HT-SKP3-5-HT-SSP3/S2430

1 8051991 HT-SWKP3-1-HT-SWSP3/S2430

2 8039978 HT-SWKP3-2-HT-SWSP3/S2430

5 8039979 HT-SWKP3-5-HT-SWSP3/S2430
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PTFE Cable – White, Resistant to High Temperatures
■ 4-pin

■ Low smoke emission and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ LABS free

■ Cold and heat-flexible

  

  

 

Female connector

Male connector

Connector

Grip Plastic, PBT GF, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers PBT GF, Black

Coupling nut/screw Brass, CuZn, Nickel-plated

Protection class IP65 (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 3.8 mm ± 0.20

Cable jacket PTFE, White

Core insulation PTFE (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 7 x 0.254 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 250 V

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -20…+150 °C

60  Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com



2016 | 11 60

Types and Features — Selection Table

Ca
bl

e 
le

ng
th

 [m
]

ID
 n

um
be

r

Ty
pe

2 8039483 HT-SKP4-2/S2430

5 8036098 HT-SKP4-5/S2430

10 8037215 HT-SKP4-10/S2430

2 8039486 HT-SWKP4-2/S2430

5 8036100 HT-SWKP4-5/S2430

10 8037216 HT-SWKP4-10/S2430

2 8039489 HT-SSP4-2/S2430

5 8036102 HT-SSP4-5/S2430

10 8039490 HT-SSP4-10/S2430

2 8039493 HT-SWSP4-2/S2430

5 8036104 HT-SWSP4-5/S2430

10 8039494 HT-SWSP4-10/S2430

1 8051990 HT-SKP4-1-HT-SSP4/S2430

2 8039975 HT-SKP4-2-HT-SSP4/S2430

5 8039976 HT-SKP4-5-HT-SSP4/S2430

1 8051992 HT-SWKP4-1-HT-SWSP4/S2430

2 8039981 HT-SWKP4-2-HT-SWSP4/S2430

5 8039982 HT-SWKP4-5-HT-SWSP4/S2430
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Connection and Extension Cables – M8 × 1, hygienic

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

TPE Cable – Gray, Food and Beverage
■ 3-pin

■ Excellent resistance to acids and alkaline solutions

■ Resistant to cleaning agents and disinfectant

■ Free from halogen, PVC and LABS

■ Qualified for drag chain use and torsion stable

  

  

 

Female connector

Male connector

Connector

Grip Plastic, PP, Gray

Contacts Brass, CuZn, Gold-plated

Contact carriers PP, Gray

Coupling nut/screw Stainless steel, V4A

Protection class IP67, IP69K (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.6 mm ± 0.15

Cable jacket TPE-O, Gray

Core insulation TPE-E (BN, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Test voltage 2000 V

Nom. Capacitance 82 pF/m

Nom. Inductance 0.73 mH/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 4 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage -25…+105 °C

Drag chain operation -25…+60 °C
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2 6933485 PKGH3M-2/TFG

5 6933486 PKGH3M-5/TFG

10 6933487 PKGH3M-10/TFG

15 6933488 PKGH3M-15/TFG

20 6933489 PKGH3M-20/TFG

2 6933500 PKWH3M-2/TFG

5 6933501 PKWH3M-5/TFG

10 6933502 PKWH3M-10/TFG

15 6933503 PKWH3M-15/TFG

20 6933504 PKWH3M-20/TFG

2 6933475 PSGH3M-2/TFG

5 6933476 PSGH3M-5/TFG

10 6933477 PSGH3M-10/TFG

15 6933478 PSGH3M-15/TFG

20 6933479 PSGH3M-20/TFG

2 6933535 PSWH3M-2/TFG

5 6933536 PSWH3M-5/TFG

10 6933540 PSWH3M-10/TFG

15 6933541 PSWH3M-15/TFG

20 6933542 PSWH3M-20/TFG

1 6933513 PKGH3M-1-PSGH3M/TFG

2 6933514 PKGH3M-2-PSGH3M/TFG

5 6933510 PKGH3M-5-PSGH3M/TFG

10 6933515 PKGH3M-10-PSGH3M/TFG

1 6934409 PKWH3M-1-PSGH3M/TFG

2 6934410 PKWH3M-2-PSGH3M/TFG

5 6934411 PKWH3M-5-PSGH3M/TFG

10 6934412 PKWH3M-10-PSGH3M/TFG
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Connection and Extension Cables – M8 × 1, hygienic

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

TPE Cable – Gray, Food and Beverage
■ 4-pin

■ Excellent resistance to acids and alkaline solutions

■ Resistant to cleaning agents and disinfectant

■ Free from halogen, PVC and LABS

■ Qualified for drag chain use and torsion stable

  

  

 

Female connector

Male connector

Connector

Grip Plastic, PP, Gray

Contacts Brass, CuZn, Gold-plated

Contact carriers PP, Gray

Coupling nut/screw Stainless steel, V4A

Protection class IP67, IP69K (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.6 mm ± 0.15

Cable jacket TPE-O, Gray

Core insulation TPE-E (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Test voltage 2000 V

Nom. Capacitance 82 pF/m

Nom. Inductance 0.73 mH/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 4 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage -25…+105 °C

Drag chain operation -25…+60 °C
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2 6933490 PKGH4M-2/TFG

5 6933491 PKGH4M-5/TFG

10 6933492 PKGH4M-10/TFG

15 6933493 PKGH4M-15/TFG

20 6933494 PKGH4M-20/TFG

2 6933505 PKWH4M-2/TFG

5 6933506 PKWH4M-5/TFG

10 6933507 PKWH4M-10/TFG

15 6933508 PKWH4M-15/TFG

20 6933509 PKWH4M-20/TFG

2 6933480 PSGH4M-2/TFG

5 6933481 PSGH4M-5/TFG

10 6933482 PSGH4M-10/TFG

15 6933483 PSGH4M-15/TFG

20 6933484 PSGH4M-20/TFG

2 6933495 PSWH4M-2/TFG

5 6933496 PSWH4M-5/TFG

10 6933497 PSWH4M-10/TFG

15 6933498 PSWH4M-15/TFG

20 6933499 PSWH4M-20/TFG

1 6933516 PKGH4M-1-PSGH4M/TFG

2 6933517 PKGH4M-2-PSGH4M/TFG

5 6933511 PKGH4M-5-PSGH4M/TFG

10 6933518 PKGH4M-10-PSGH4M/TFG

1 6934413 PKWH4M-1-PSGH4M/TFG

2 6934414 PKWH4M-2-PSGH4M/TFG

5 6934415 PKWH4M-5-PSGH4M/TFG

10 6934416 PKWH4M-10-PSGH4M/TFG
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Connection and Extension Cables – M8 × 1, hygienic

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PVC Cable – Gray, Food and Beverage
■ 3-pin

■ Good resistance to acids and alkaline solutions

■ Resistant to cleaning agents

■ Conditional resistance to oils and chemicals

■ High flexibility in unloaded motion

  

  

Female connector

Male connector

Connector

Grip Plastic, PP, Gray

Contacts Brass, CuZn, Gold-plated

Contact carriers PP, Gray

Coupling nut/screw Stainless steel, V4A

Protection class IP67, IP69K (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4 mm ± 0.20

Cable jacket PVC, Gray

Core insulation PVC (BN, BU, BK)

Core cross-section 3 x 0.25 mm2

Arrangement of strands 14 x 0.15 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Test voltage 1500 V

Mechanical and chemical properties

Bending radius (stationary laying) > 3 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -25…+80 °C

Non-stationary usage 0…+80 °C

66  Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com



2016 | 11 66

Types and Features — Selection Table

Ca
bl

e 
le

ng
th

 [m
]

ID
 n

um
be

r

Ty
pe

2 6934440 PKGH3M-2/TFE

5 6934441 PKGH3M-5/TFE

10 6934442 PKGH3M-10/TFE

15 6934443 PKGH3M-15/TFE

20 6934444 PKGH3M-20/TFE

2 6934445 PKWH3M-2/TFE

5 6934446 PKWH3M-5/TFE

10 6934447 PKWH3M-10/TFE

15 6934448 PKWH3M-15/TFE

20 6934449 PKWH3M-20/TFE

2 6933688 PSGH3M-2/TFE

5 6933689 PSGH3M-5/TFE

10 6933690 PSGH3M-10/TFE

15 6933691 PSGH3M-15/TFE

20 6933692 PSGH3M-20/TFE

2 6935464 PSWH3M-2/TFE

5 6935465 PSWH3M-5/TFE

10 6935466 PSWH3M-10/TFE

0.3 6935467 PKGH3M-0.3-PSGH3M/TFE

0.6 6935468 PKGH3M-0.6-PSGH3M/TFE

1 6935469 PKGH3M-1-PSGH3M/TFE

2 6935470 PKGH3M-2-PSGH3M/TFE

5 6935471 PKGH3M-5-PSGH3M/TFE

10 6935472 PKGH3M-10-PSGH3M/TFE

 | 672016 | 11 66  

Co
nn

ec
tiv

ity
 fo

r S
en

so
rs

 a
nd

 A
ct

ua
to

rs



Connection and Extension Cables – M8 × 1, hygienic

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PVC Cable – Gray, Food and Beverage
■ 4-pin

■ Good resistance to acids and alkaline solutions

■ Resistant to cleaning agents

■ Conditional resistance to oils and chemicals

■ High flexibility in unloaded motion

  

  

Female connector

Male connector

Connector

Grip Plastic, PP, Gray

Contacts Brass, CuZn, Gold-plated

Contact carriers PP, Gray

Coupling nut/screw Stainless steel, V4A

Protection class IP67, IP69K (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.2 mm ± 0.20

Cable jacket PVC, Gray

Core insulation PVC (BN, WH, BU, BK)

Core cross-section 4 x 0.25 mm2

Arrangement of strands 14 x 0.15 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Test voltage 1500 V

Mechanical and chemical properties

Bending radius (stationary laying) > 3 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -25…+80 °C

Non-stationary usage 0…+80 °C
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2 6934450 PKGH4M-2/TFE

5 6934451 PKGH4M-5/TFE

10 6934452 PKGH4M-10/TFE

15 6934453 PKGH4M-15/TFE

20 6934454 PKGH4M-20/TFE

2 6934455 PKWH4M-2/TFE

5 6934456 PKWH4M-5/TFE

10 6934457 PKWH4M-10/TFE

15 6934458 PKWH4M-15/TFE

20 6934459 PKWH4M-20/TFE

2 6934460 PSGH4M-2/TFE

5 6934461 PSGH4M-5/TFE

10 6934462 PSGH4M-10/TFE

15 6934463 PSGH4M-15/TFE

20 6934464 PSGH4M-20/TFE

2 6935473 PSWH4M-2/TFE

5 6935474 PSWH4M-5/TFE

20 6935475 PSWH4M-10/TFE

0.3 6935476 PKGH4M-0.3-PSGH4M/TFE

0.6 6935477 PKGH4M-0.6-PSGH4M/TFE

1 6935478 PKGH4M-1-PSGH4M/TFE

2 6935479 PKGH4M-2-PSGH4M/TFE

5 6935480 PKGH4M-5-PSGH4M/TFE

10 6935481 PKGH4M-10-PSGH4M/TFE
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PP-EPDM-Cable – white, Food and Beverage
■ 3-pin

■ Resistant to acids and alkaline solutions

■ Resistant to cleaning agents and disinfectant

■ Resistant to hydrolysis

■ Free from halogen, silicone and PVC

  

  

Female connector

Male connector

Connector

Grip Plastic, PP, White

Contacts Brass, CuZn, Gold-plated

Contact carriers PP, White

Coupling nut/screw Stainless steel, V4A

Protection class IP67, IP69K (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.2 mm ± 0.20

Cable jacket PP-EPDM, White

Core insulation PE (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Test voltage 500 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C
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2 6934645 PKGV3M-2/TFW

5 6934646 PKGV3M-5/TFW

10 6934647 PKGV3M-10/TFW

15 6934648 PKGV3M-15/TFW

20 6934649 PKGV3M-20/TFW

2 6934650 PKWV3M-2/TFW

5 6934651 PKWV3M-5/TFW

10 6934652 PKWV3M-10/TFW

15 6934653 PKWV3M-15/TFW

20 6934654 PKWV3M-20/TFW

2 6934655 PSGV3M-2/TFW

5 6934656 PSGV3M-5/TFW

10 6934657 PSGV3M-10/TFW

15 6934658 PSGV3M-15/TFW

20 6934659 PSGV3M-20/TFW

2 6935376 PSWV3M-2/TFW

5 6935377 PSWV3M-5/TFW

10 6935378 PSWV3M-10/TFW

0.3 6935379 PKGV3M-0.3-PSGV3M/TFW

0.6 6935380 PKGV3M-0.6-PSGV3M/TFW

1 6935381 PKGV3M-1-PSGV3M/TFW

2 6935382 PKGV3M-2-PSGV3M/TFW

5 6935383 PKGV3M-5-PSGV3M/TFW

10 6935429 PKGV3M-10-PSGV3M/TFW
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Connection and Extension Cables – M8 × 1

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PP-EPDM-Cable – white, Food and Beverage
■ 4-pin

■ Resistant to acids and alkaline solutions

■ Resistant to cleaning agents and disinfectant

■ Resistant to hydrolysis

■ Free from halogen, silicone and PVC

  

  

Female connector

Male connector

Connector

Grip Plastic, PP, White

Contacts Brass, CuZn, Gold-plated

Contact carriers PP, White

Coupling nut/screw Stainless steel, V4A

Protection class IP67, IP69K (only when screwed tight)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.4 mm ± 0.20

Cable jacket PP-EPDM, White

Core insulation PE (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C
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PUR Cable – Black
■ 3-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved (only for bulk cable)

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Protection class IP67 (plugged)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.3 mm ± 0.20

Cable jacket PUR, Black

Core insulation PP (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 5 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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100 6627992 CABLE3X0.34-XX-PUR-BK-100M/TXL

500 6627993 CABLE3X0.34-XX-PUR-BK-500M/TXL

2 6627342 PKG3S-2/TXL

5 6627343 PKG3S-5/TXL

10 6627344 PKG3S-10/TXL

2 6627345 PKW3S-2/TXL

5 6627346 PKW3S-5/TXL

10 6627347 PKW3S-10/TXL

2 6627348 PSG3S-2/TXL

5 6627349 PSG3S-5/TXL

10 6627350 PSG3S-10/TXL

2 6627351 PSW3S-2/TXL

5 6627352 PSW3S-5/TXL

10 6627353 PSW3S-10/TXL

0.3 6627362 PKG3S-0.3-PSG3S/TXL

0.6 6627363 PKG3S-0.6-PSG3S/TXL

1 6627364 PKG3S-1-PSG3S/TXL

2 6627365 PKG3S-2-PSG3S/TXL

5 6627155 PKG3S-5-PSG3S/TXL

0.3 6627366 PKW3S-0.3-PSG3S/TXL

0.6 6627367 PKW3S-0.6-PSG3S/TXL

1 6627368 PKW3S-1-PSG3S/TXL

2 6627369 PKW3S-2-PSG3S/TXL

5 6627530 PKW3S-5-PSG3S/TXL
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Connection and Extension Cables – Ø 8 mm, Snap-on Type

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Black
■ 4-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved (only for bulk cable)

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Protection class IP67 (plugged)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.7 mm ± 0.20

Cable jacket PUR, Black

Core insulation PP (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 5 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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100 6627994 CABLE4X0.34-XX-PUR-BK-100M/TXL

500 6627995 CABLE4X0.34-XX-PUR-BK-500M/TXL

2 6627382 PKG4S-2/TXL

5 6627383 PKG4S-5/TXL

10 6627384 PKG4S-10/TXL

2 6627385 PKW4S-2/TXL

5 6627386 PKW4S-5/TXL

10 6627387 PKW4S-10/TXL

2 6627388 PSG4S-2/TXL

5 6627389 PSG4S-5/TXL

10 6627390 PSG4S-10/TXL

2 6627391 PSW4S-2/TXL

5 6627392 PSW4S-5/TXL

10 6627393 PSW4S-10/TXL

0.3 6627402 PKG4S-0.3-PSG4S/TXL

0.6 6627403 PKG4S-0.6-PSG4S/TXL

1 6627404 PKG4S-1-PSG4S/TXL

2 6627405 PKG4S-2-PSG4S/TXL

5 6627156 PKG4S-5-PSG4S/TXL

0.3 6627406 PKW4S-0.3-PSG4S/TXL

0.6 6627407 PKW4S-0.6-PSG4S/TXL

1 6627408 PKW4S-1-PSG4S/TXL

2 6627409 PKW4S-2-PSG4S/TXL

5 6627529 PKW4S-5-PSG4S/TXL
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Connection Cables – Ø 8 mm, Snap-on with Pull-off Protection

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Black
■ 3-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved (only for bulk cable)

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Protection class IP67 (plugged)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.3 mm ± 0.20

Cable jacket PUR, Black

Core insulation PP (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 5 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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100 6627992 CABLE3X0.34-XX-PUR-BK-100M/TXL

500 6627993 CABLE3X0.34-XX-PUR-BK-500M/TXL

2 6627513 PKG3Z-2/TXL

5 6627514 PKG3Z-5/TXL

10 6627515 PKG3Z-10/TXL

2 6627516 PKW3Z-2/TXL

5 6627517 PKW3Z-5/TXL

10 6627518 PKW3Z-10/TXL
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Connection Cables – Ø 8 mm, Snap-on with Pull-off Protection

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PUR Cable – Black
■ 4-pin

■ Qualified for drag chain use and flame-retardant

■ Resistant to chemicals, UV radiation and oils

■ Free from halogen, silicone, PVC and LABS

■ cULus approved (only for bulk cable)

  

  

  

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Protection class IP67 (plugged)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable 4.7 mm ± 0.20

Cable jacket PUR, Black

Core insulation PP (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Max. tensile strength (static) ≤ 50 N/mm2

Max. tensile strength (dynamic) ≤ 20 N/mm2

Bending cycles > 5 mil.

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Admissible acceleration max. 5 m/s2

Admissible travel path, horizontal 5 m (at 5 m/s2)

Admissible travel path, vertical 2 m (at 5 m/s2)

Admissible traversing speed 3.3 m/s

Torsional stress ± 180 °/m

Ambient temperature

Stationary usage -50…+80 °C

Non-stationary usage -25…+80 °C

Drag chain operation -25…+60 °C
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100 6627994 CABLE4X0.34-XX-PUR-BK-100M/TXL

500 6627995 CABLE4X0.34-XX-PUR-BK-500M/TXL

2 6627519 PKG4Z-2/TXL

5 6627520 PKG4Z-5/TXL

10 6627521 PKG4Z-10/TXL

2 6627522 PKW4Z-2/TXL

5 6627523 PKW4Z-5/TXL

10 6627524 PKW4Z-10/TXL
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Connection and Extension Cables – Ø 8 mm, Snap-on Type

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PVC Cable – Black
■ 3-pin

■ Resistant to alkaline solutions, chemicals and oils

■ Resistant to microbes and hydrolysis

■ Flame-retardant and free from LABS

■ cULus approved (only for bulk cable)

  

  

 

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Protection class IP67 (plugged)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable jacket PVC, Black

Core insulation PVC (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C
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100 6627984 CABLE3X0.34-XX-PVC-BK-100M/TEL

500 6627985 CABLE3X0.34-XX-PVC-BK-500M/TEL

2 6627330 PKG3S-2/TEL

5 6627331 PKG3S-5/TEL

10 6627332 PKG3S-10/TEL

2 6627333 PKW3S-2/TEL

5 6627334 PKW3S-5/TEL

10 6627335 PKW3S-10/TEL

2 6627336 PSG3S-2/TEL

5 6627337 PSG3S-5/TEL

10 6627338 PSG3S-10/TEL

2 6627339 PSW3S-2/TEL

5 6627340 PSW3S-5/TEL

10 6627341 PSW3S-10/TEL

0.3 6627354 PKG3S-0.3-PSG3S/TEL

0.6 6627355 PKG3S-0.6-PSG3S/TEL

1 6627356 PKG3S-1-PSG3S/TEL

2 6627357 PKG3S-2-PSG3S/TEL

5 6627525 PKG3S-5-PSG3S/TEL

0.3 6627358 PKW3S-0.3-PSG3S/TEL

0.6 6627359 PKW3S-0.6-PSG3S/TEL

1 6627360 PKW3S-1-PSG3S/TEL

2 6627361 PKW3S-2-PSG3S/TEL

5 6627526 PKW3S-5-PSG3S/TEL
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Connection and Extension Cables – Ø 8 mm, Snap-on Type

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PVC Cable – Black
■ 4-pin

■ Resistant to alkaline solutions, chemicals and oils

■ Resistant to microbes and hydrolysis

■ Flame-retardant and free from LABS

■ cULus approved (only for bulk cable)

  

  

 

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Protection class IP67 (plugged)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable jacket PVC, Black

Core insulation PVC (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C
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100 6627986 CABLE4X0.34-XX-PVC-BK-100M/TEL

500 6627987 CABLE4X0.34-XX-PVC-BK-500M/TEL

2 6627370 PKG4S-2/TEL

5 6627371 PKG4S-5/TEL

10 6627372 PKG4S-10/TEL

2 6627373 PKW4S-2/TEL

5 6627374 PKW4S-5/TEL

10 6627375 PKW4S-10/TEL

2 6627376 PSG4S-2/TEL

5 6627377 PSG4S-5/TEL

10 6627378 PSG4S-10/TEL

2 6627379 PSW4S-2/TEL

5 6627380 PSW4S-5/TEL

10 6627381 PSW4S-10/TEL

0.3 6627394 PKG4S-0.3-PSG4S/TEL

0.6 6627395 PKG4S-0.6-PSG4S/TEL

1 6627396 PKG4S-1-PSG4S/TEL

2 6627397 PKG4S-2-PSG4S/TEL

5 6627527 PKG4S-5-PSG4S/TEL

0.3 6627398 PKW4S-0.3-PSG4S/TEL

0.6 6627399 PKW4S-0.6-PSG4S/TEL

1 6627400 PKW4S-1-PSG4S/TEL

2 6627401 PKW4S-2-PSG4S/TEL

5 6627528 PKW4S-5-PSG4S/TEL
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Connection Cables – Ø 8 mm, Snap-on with Pull-off Protection

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PVC Cable – Black
■ 3-pin

■ Resistant to alkaline solutions, chemicals and oils

■ Resistant to microbes and hydrolysis

■ Flame-retardant and free from LABS

■ cULus approved (only for bulk cable)

  

  

 

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Protection class IP67 (plugged)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable jacket PVC, Black

Core insulation PVC (BN, BU, BK)

Core cross-section 3 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 60 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C
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100 6627984 CABLE3X0.34-XX-PVC-BK-100M/TEL

500 6627985 CABLE3X0.34-XX-PVC-BK-500M/TEL

2 6627501 PKG3Z-2/TEL

5 6627502 PKG3Z-5/TEL

10 6627503 PKG3Z-10/TEL

2 6627504 PKW3Z-2/TEL

5 6627505 PKW3Z-5/TEL

10 6627506 PKW3Z-10/TEL
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Connection Cables – Ø 8 mm, Snap-on with Pull-off Protection

Hans Turck GmbH & Co. KG | 45466 Mülheim an der Ruhr, Germany | T +49 208 4952-0 | F +49 208 4952-264 | more@turck.com | www.turck.com

PVC Cable – Black
■ 4-pin

■ Resistant to alkaline solutions, chemicals and oils

■ Resistant to microbes and hydrolysis

■ Flame-retardant and free from LABS

■ cULus approved (only for bulk cable)

  

  

 

Female connector

Male connector

Connector

Grip Plastic, TPU, Black

Contacts Brass, CuZn, Gold-plated

Contact carriers TPU, Black

Protection class IP67 (plugged)

Mechanical Lifespan > 100 mating cycles

Pollution degree 3

Cable

Cable jacket PVC, Black

Core insulation PVC (BN, WH, BU, BK)

Core cross-section 4 x 0.34 mm2

Arrangement of strands 42 x 0.1 mm

Electrical properties at +20 °C

Current load 4 A

Rated voltage 30 V

Insulation resistance > 30.5 MΩ/km

Test voltage 2000 V

Forward resistance max. 57 Ω/km

Mechanical and chemical properties

Bending radius (stationary laying) > 5 x Ø

Bending radius (flexible use) > 10 x Ø

Ambient temperature

Stationary usage -40…+105 °C

Non-stationary usage 0…+80 °C
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